Pramonines kablines svarstykles 10 t su nuotolinio valdymo
pulteliu, skaitmeniniu ekranu wagPRO-H10T

SKU: wagPRO-H10T | EAN: 5907614661656

STEADY  TARE  CHARGE
RECALL TARE

Tipas: pramoninés pakabinamos kablinés svarstyklés su nuotolinio valdymo pulteliu
Maks. apkrova: 10 000 kg (10 tonuy)
Tikslumas: =5 kg
Ekranas: skaitmeninis, iki 5 skaitmeny, raudonas apsSvietimas



Pramonines kablines svarstykles 10 t su nuotolinio valdymo

pulteliu, skaitmeniniu ekranu wagPRO-H10T

Model

Medziaga
Measurement accuracy
Maximum safety load

Ekranas

Additional features

Remote control
Power supply

Battery life
Automatic shutdown

Pakuotés matmenys
Svoris su pakuote

Darbiné dréegmeé

wagPRO-H10T

steel

+5000 g

120% of nominal load

digital, up to 5 digits

screen hold, tare, totalisation, unit

switching
yes (up to 40 m)
mains, rechargeable battery

up to 4 days

adjustable, max. after 60 minutes of

inactivity
34 x 27 x 38 cm
21 kg

up to 90% at 20 °C

sTEADY TARE

RECALL

Warranty

Maximum nominal load
Maximum allowable load
Legal certification

Display backlight
Available weight units

Battery type
Battery capacity

Budéjimo laikas
Device dimensions

Device weight with brackets

Darbiné temperatdra

1 year

10000 kg

100% of nominal load
no

yes, red
kg, t

lead-acid
5000 mAh

up to 2 weeks

23 x 15 x 65 cm

20 kg

10-40 °C

HDWR
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https://hdwrglobal.com/lt/product/121722/pramonines-kablines-svarstykles-10-tonu-pultelis-wagpro-h10t/

