WAG = RO'W3OO / Data sheet

Wireless 300 kg platform scale with 433 MHz radio backlit LCD, 4 Ah battery... GTIN: 5907614664725

Maximum nominal load: 300 kg

Measurement accuracy: +50 g

Platform dimensions: 42 x 52 cm

Display: separate digital LCD, up to 5 digits, backlit
Wireless communication: 433 MHz radio, up to 20 m range
Power supply: mains or rechargeable 4 Ah battery

Battery life: up to 2 days of use, up to a week in standby

Additional features: tare, zeroing, piece counting, backlit display, automatic shutdown


https://hdwrglobal.com/product/119969/wireless-300-kg-platform-scale-433-mhz-backlit-lcd-wagpro-w300/

WAG pRO'W3OO / Specifications

Model WAGPRO-W300

EAN 5907614664725

Warranty 1 year

Material steel

Maximum nominal load 300 kg

Measurement accuracy +50 ¢

Maximum allowable load 100% of nominal load

Legal certification no

Display separate digital LCD, up to 5 digits, backlit
Backlight auto-off after 5 seconds of inactivity

Additional features tare, zeroing, piece counting, backlit display, automatic shutdown
Battery type lead-acid

Power supply mains, rechargeable battery

Battery capacity 4 Ah (4000 mAh)

Battery life up to 2 days

Standby time up to a week
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WAG pRO'WSOO / Specifications

Wireless communication 433 MHz radio

Wireless range upto20m

Operating temperature 0to 40 °C

Storage temperature -10to 50 °C

Operating humidity up to 90%

Platform dimensions 42 x 52 cm

Device dimensions 42 (L) x 52 (W) x 12 (H) cm
Device weight 9.3 kg
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