WAGPRO'H]OOO / Data sheet

Electronic hook scale 1t 1,000 kg, hook scale wagPRO H1000 GTIN: 5907614661236

Maximum capacity: 1000 kg (1 tonne)

Measurement accuracy: +100 g

Minimum weight: 0.5 kg

Display: Digital, up to 5 digits, red backlight

Power supply: Mains (230V adapter) + rechargeable 2400 mAh battery
Battery life: Up to 4 days continuous operation

Units: kg, Ib, N

Additional features: Tare function, value hold (manual/auto), auto sleep after 3 min
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WAGPRO-H1000

/ Specifications

Model

EAN

Material

Measurement Accuracy

Maximum Allowable Load

Maximum Safety Load

Display

Display Backlight

Additional Features

Device Weight

Available Weight Units

Power Supply

Battery Type

Battery Capacity

Battery Life

Standby Time

Automatic Shutdown

WAGPRO-H1000

5907614661236

steel

+/- 100 g

100% of the nominal load

120% of the nominal load

digital, up to five digits

red

Screen hold, Tare function, Unit conversion

1700 g

kg, Ib, N

Mains, battery-powered

Lead-acid

2400 mAh

4 days of continuous operation

2 weeks

After 3 minutes of inactivity
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WAG pRO'H]OOO / Specifications

Operating Temperature 10-40 °C
Operating Humidity Up to 90% at a temperature of 20°C
Device Dimensions 145 x 90 x 70 mm
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